
ACHTUNG !!!

Bei den Klebestellen der Seitenscheibendichtung 241 845 285 + 271 845 285 handelt es sich um sog. 
heiß vulkanisierte Klebungen, die zwar die bestmögliche Verbindung bedeuten, jedoch, da auf 
Gehrung und nicht auf Stoß geklebt, nur eine begrenzte Zugkraft aushalten.
Daher ist es bei der Montage bzw. dem Aufziehen der Dichtung auf die Scheibe unbedingt notwendig,
genau mit diesen beiden Stellen zu beginnen. So kann man die zum finalen Aufziehen benötigte Kraft 
bedenkenlos an einer der beiden Rundungen der Seitenscheibe(ndichtung) aufwenden. So werden 
die beiden Klebestellen der Dichtung, da ja schon auf die Scheibe aufgezogen, nicht unnötig 
beansprucht.



ATTENTION !!!

The joints of the side window seal 241 845 285 + 271 845 285 are hot vulcanized bonds, which, 
although it’s the best possible connection, since it’s bonded and not molded, it can only withstand a 
limited force.

Therefore, when assembling or mounting the seal onto the body, it is absolutely necessary to start 
with these two corners, see photo below. This enables you to use the force required for the rest of 
the seal mounting without stressing on the two bonded curves of the side window seal. Thus, the 
two splices of the seal, since they are already mounted on the body, won’t be unnecessarily stressed.

Start with these corners.

Finish with these corners.


